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ing two major tasks, Map and Reduce. Since MapReduce only
provides a general paradigm to implement various applica-
tions, there are great opportunities for performance optimiza-
tion, especially in network traffic control. For instance, the
shuffle phase is a major component of task completion time
[6]. Recently, the emergence of SDN provides a chance for
more dynamic and flexible network operation. The core idea
is to decouple the data and control planes. Compared to the
traditional network model, only the data plane resides on the
switch, and the control logic is separately placed on logically
centralized controllers. Through status query and flow table
modification from the controllers, the application can dynami-
cally sense and operate the underlying network to gain better
performance. Wang et al. [7] exploited the centralized control
feature of both SDN and Hadoop, and combined the SDN
controller and Hadoop scheduler to achieve intelligent data
flow routing.

Inspired by these research efforts, we focus on building a
unified big data platform for social TV analytics. In particu-
lar, we design and implement a cloud-centric SDN-enabled
platform, which integrates the virtualization technology with
the Openflow [8] tool. Leveraging the platform, we customize
our social TV analytics solution, involving three key compo-
nents: a data crawler system, an SDN enabled big data pro-
cessing system, and a social media analytics system. The data
crawler system is deployed in a collection of nodes distribut-
ed in different IP segmentations. These nodes collaborate to
crawl data from online social networks, while avoiding being
proactively blocked by the requested sites. The SDN-enabled
big data process system is built on Hadoop, and exploits the
network control with Openflow to accelerate the processing
rate. The social media analytics system leverages the MapRe-
duce paradigm to mine social responses associated with TV
programs. The unique contributions of this article are the fol-
lowing:

•We propose a distributed data crawler platform that con-
sists of two core components, including a program descriptor
and a distributed crawler. The program descriptor describes a
TV program by the keyword and key-user set, which can be
dynamically enriched to guarantee the representativeness of
the gathered microblog dataset. The distributed data crawler
generates crawling tasks based on the keyword and key-user
set and dispatches the tasks in a load-balanced way to prevent
being proactively blocked by the OSNs.

•We implement a two-layer SDN-enabled data analysis
architecture based on Hadoop, which enables shuffling the
intermediate data across distributed data centers or comput-
ing clusters to accelerate the analysis rate.

Our prototype system has been implemented on top of a
private cloud at Nanyang Technical University (NTU) to
demonstrate the concept and evaluate its performance. Some

preliminary results are presented to illustrate the benefits of
the SDN enabled big data processing platform, and deep ana-
lytics from tweet messages.

A Generic Big Data Platform for Social TV
Analytics
A big data system is complex, providing functions to deal with
different phases in the digital data life cycle [9], including data
generation, data acquisition, data storage, and data analytics.
Following this functional requirement, we customize a generic
big data platform for social TV analytics, as illustrated in Fig.
1. The anatomy of this proposed architecture consists of four
fundamental components, including an infrastructure layer, a
distributed data crawler layer, a data storage and processing
layer, and a data analytics layer from a layered perspective.
Each of them is elaborated as follows.

Infrastructure: By using the cloud computing paradigm,
raw information and communications technology (ICT)
resources, including CPU, storage, bandwidth, and so on, are
abstracted into a resource pool, and provided in the form of
virtual machines (VMs). Furthermore, SDN-enabled switches
can be exploited to construct the data center network. The
system administrator can monitor the utilization of VMs and
network dynamics, and then dynamically adjust the network
flow path via flow rerouting or bandwidth reservation. In this
way, we can optimize the resource allocation and prevent the
network congestion simultaneously.

Distributed data crawler: The distributed data crawler system
is deployed in a collection of nodes distributed in several IP seg-
mentations. One node is elected as the scheduler to dispatch the
crawling tasks to other crawler nodes. Each crawler node adopts
multiple threads to crawl data. To prevent being blocked by
OSNs, each node occupies several application keys, which are
dynamically allocated to different threads. The goal of this layer
is to crawl more data under the access limits set by OSNs.

Data storage and processing: The data storage and process-
ing layer provides a unified scheme to effectively manage and
process social media streams. In this work, we build our solu-
tion on two emerging big data analytics platforms, Hadoop
and Storm. Hadoop integrates a distributed file system
(HDFS), a NoSQL database (Hbase), and a batch-style pro-
gramming model (MapReduce). As a supplement, Storm
plays the role of streaming computing for real-time analysis.

Data analytics: By leveraging the big data platform, data
analytics aims to provide different levels of analysis results,
from statistics to content analysis, in terms of social phenome-
na, sense, influences, and so on, which helps to understand
the social perception of TV programs, for example, who is
watching a specific TV program, the background of the view-

Figure 1. A generic architecture for social TV analytics, consisting of four layers: infrastructure, dis-
tributed data crawler, data storage and processing, and data analytics
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method incurs significant network traffic and analysis delay.
An improved method is to analyze data locally, and merge the
intermediate data to generate the final result. The benefit
comes from two aspects:
• In many cases, intermediate data is much smaller than the

raw data.
• Network traffic in the shuffle stage is in waves rather than

sustained as in the previous method, leading to higher pos-
sibility of network congestion.

Unfortunately, current Hadoop does not support cross-site
shuffle.

In this work, by leveraging the flow forwarding feature pro-
vided by SDN, we implemented an SDN-enabled Hadoop
framework to combine the SDN controller with the Hadoop
job scheduler to tackle this issue, as depicted in Fig. 3. The
framework consists of two layers, a local layer and a global
layer. The local layer comprises a collection of data centers
located at different IP segmentations. The data center net-
work is organized in a fat-tree or other network topology
using OpenFlow-enabled switches. One centralized local con-
troller is installed to monitor and configure the network flow
so that local shuffles can be moved to other data centers. The
distributed data centers are interconnected via upper layer
switches that are controlled by a logically centralized global
controller. The local controller has insight on local network
traffic, while the global controller has a full view of network
traffic among the data centers, enabling global traffic engi-
neering. All local controllers are connected to the global con-
troller. Moreover, they can exchange and share network views.

On this platform, we can shuffle the intermediate data
cross-sites. Since we need to transfer the intermediate data to
a central data center, and then generate the final result. The
execution time of this procedure consists of two parts, the
transmission time of the intermediate data and the processing
time in the central data center. Hence, the choice of the cen-
tral data center greatly affects the system performance. We
solve this problem in two steps. First, all map tasks run the
same map function. Hence, their intermediate data volume

will be similar when the input size to the mappers is consis-
tent. With the previous knowledge, the job scheduler can pre-
dict the traffic demand. Second, based on this estimation, we
can calculate the approximate transmission time and process-
ing time. The goal is to find a node that minimizes the sum of
transmission time and processing time.

TV-Program-Related Social Media Analytics
Microblog services provide an essential platform for users to
publish messages that contain everyday thoughts, opinions,
and experiences. Parts of these user generated contents
(UGCs) reflect their interests, concerns, and criticisms about
TV programs. The aim of social TV analytics is to associate
the public perception with the TV program in real time as the
TV program is being broadcast. In general, microblog data
contain images, text, and social relationships. Currently, we
only focus on the text analysis, including statistics, keywords
and key users, and emerging topics. As for image analysis,
there have been many works [10–13] devoted in the past years
that can assist our future work.

We generate a collection of statistic metrics to reveal the
public interest in a particular TV program, including tweets
per hour/day, unique user number, shared by time, repost by
time, geo-distribution, and so on. These general metrics are
beneficial to the whole TV ecosystem. For example, the met-
ric geo-distribution can demonstrate the distribution of audi-
ence, and further assist targeted advertisement and program
composing.

Keywords are words that occur in tweets more often than
we would expect to occur by chance alone. They can act as a
reference for TV programs. Key users are those who influence
the information propagation. Roughly speaking, we can know
who is talking about what on TV programs from keyword and
key-user sets. In the previous section, we set four types of
items, fixed/dynamic keyword and known/dynamic key user.
Dynamic keywords and key users are extracted from the data
set identified by fixed keywords and known accounts. The
generation of these two items is detailed as follows.

Figure 3. Two-layer architecture for the SDN-enabled Hadoop platform.
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Dynamic keyword generation: Considering a time slot t
(e.g., one day), we can construct two tweet sets St and St–,
where St refers to the relevant tweets in the current time slot,
and St– covers all the tweets sent during the time period [t –
T, t], where t is the predefined time interval (e.g., one day or
one week). The vocabulary sets of these two tweet sets are
denoted as Wt = {w1, w2, …} and Wt– = {w¢1, w¢2, …}. We
then identify the words that have different distributions in St
and St–. These words with rising frequencies are the potential
emerging keywords.

Key user generation: At time slot t, given a time interval t,
we get a user set Ut who has posted at least one relevant
tweet in the time window. For user Un Œ Ut, his/her activity is
measured by the ratio of relevant tweets sent by him/her dur-
ing the time window. Considering the information propaga-
tion pattern, a user’s score is calculated by incorporating the
activity of all his/her followers. We then rank users in Ut by
their score, and the top N users are selected as the key users.

As for topic modeling, we need to handle the live and large
volume of tweets to detect the topics without any prior knowl-
edge of the number of topics. We employ an online or incre-
mental clustering algorithm to handle a constant stream of
new tweets. In particular, according to the similarity between
any tweets, all the tweets are categorized to different clusters,
representing topics. Finally, we analyze the emerging topic-
related features, including user authority, tweets’ influence,
and emerging keywords. These features are incorporated into
a topic learner to identify emerging topics on the fly [14].

Evaluation
In this section, we first describe our testbed built on a private
data center. Following that, we conduct a performance com-
parison to demonstrate the efficiency of our SDN-enabled big
data platform. Finally, we present some preliminary results on
social TV analytics.

System Setup
We built our system on top a modular data center at NTU,
which consists of 10 racks. Each rack contains up to 30 HP
servers and 2 gigabit Cisco switches. The data center can pro-
vide an ICT capacity of 25 TB disk, 1200 GB memory, and
600 CPUs. We utilized CloudStack to virtualize physical

machines into a collection of virtual machines in the infras-
tructure layer.

Performance Evaluation for SDN-Enabled Big Data
Platform
In order to evaluate the performance of our big data plat-
form, we employed three racks to build a two-layer architec-
ture, as shown in Fig. 4a. The numbers of servers in three
racks are 10, 8, and 5, respectively. All servers in a rack are
connected to the corresponding SDN switch via the top of
rack (ToR) switch with link capacity of 500 Mb/s. We config-
ured three racks into different IP segments. The link capacity
between two SDN switches is 1 Gb/s. The Java-based Open-
Flow controller, Floodlight, is installed to set up flow entries
in the OpenFlow switches. We used the Hadoop Sort program
to run as the job under test. Each server has to process 5 GB
tweets. We compared two types of solutions, the  traditional
method (TM-) and SDN scheme (SDN-). For each type of
solution, we could either move the raw data to one of the
three racks to process (marked as TM-R1, TM-R2, and TM-
R3) or only shuffle the intermediate data (marked as SDN-
R1, SDN-R2, and SDN-R3).

Figure 4b shows the execution time for different methods.
When we used the same rack to process the intermediate data
or raw data, our scheme can finish the task with less time.
Moreover, the shortest execution time of our scheme is much
less than that of the traditional methods. In our experimental
configuration, the processing capability of rack 1 is larger than
the other two racks; hence, moving the data to rack 1 leads to
shorter execution time.

Social Perception of TV Programs
Social TV analytics aims to discover the social perception of
TV programs in the context of social media. Such information
is determined by statistical analysis and content analysis. In
this article, we provide several preliminary results in terms of
tweets’ geographical distribution, number of tweets on differ-
ent days, tweets’ time distribution, and the keyword cloud, as
illustrated in Fig. 5. In this experiment, we take “Longmen
Express,” a hot TV program played from 31 July 2013 to 14
August 2013, as a demonstration. We crawled 315,337 tweets
from Sina Weibo, involving 240,465 unique users. Figure 5a
shows the geographical distribution of our dataset. According

Figure 4. Performance evaluation for SDN enabled big data platform: a) testbed architecture, consisting of three racks connected
via three SDN switches; b) total execution time for two types of strategies, traditional method and SDN enabled architecture.
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